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MODEL 120 SPECIFICATIONS & PRICING

DIFFERENTIAL RANGE
STANDARD MODEL SPECIFICATIONS

PSID 0-5 thru 0-100

120-AA-00-OO , 6000 P.S.I.G. Working Pressure, Aluminum Body, Adjusting Screws & End Plugs, 
Stainless steel piston, ceramic magnet, Buna-N seals, 21/2” round dial, 1/4” FNPT back connections,
“Engineering Plastic” Gauge Case with shatter-resistant acrylic Lens. +3-2-3% full scale accura cy (ascending)  

120-SA-00-OO, 6000 P.S.I.G. Working Pressure, 316 S.S. Body, Adjusting Screws & End Plugs.
Stainless steel piston, ceramic magnet, Buna-N seals, 21/2” round dial, 1/4” FNPT back connections,
“Engineering Plastic” Gauge Case with shatter-resistant acrylic Lens. +3-2-3% full scale accura cy (ascending)  

OPTIONS 

OPTIONS 
O. None
A. Reversed High/Low Process Connections
B. DIN2353 12-S (12mm) Steel Tube Fittings (2)
C. Mounting Holes in Gauge Body for Field Mounting of Electrical Configurations Options A & B
D. Mounting Holes in Gauge Body for Field Mounting of Electrical Configurations Options L & M
F. Pipe Mounting Kit (Carbon Steel) (Not available w/C or D Electrical Switch Options)
L. Liquid Fill (Not available w/follower pointer) (Not available with 3-1/2" dial)
M. Maximum Indicator Follower Pointer 
T. Oxygen Cleaning
U. S.S. Tag Mounted w/S.S. Wire
V. S.S. Tag Mounted w/S.S. Screws
W. Wall Mounting Kit
X. Individual Gauge Packaging
Z. Special (Uncoded Options)  

NOTE: NOT ALL OPTIONS AVAILABLE IN COMBIN ATION WITH OTHER OPTIONS.

ELECTRICAL CONFIGUR ATIONS (NOTE: All option s marked , except E , F, J & K)  . . . . . . . . . . . . . . . .
O. None
A. One (1) Switch in STD. Enclosure with Grommet Wire Seal
B. Two (2) Switches in STD. Enclosures with Grommet Wire Seal
C. One (1) Switch in STD. Enclosure with 1/4” FNPT Conduit Connection NEMA 4X
D. Two (2) Switches in STD. Enclosures with 1/4” FNPT Conduit Connection NEMA 4X
E. One (1) Switch with 1/2" FNPT Connection, Rated Class I, Div. II, Groups A, B, C, D 

Class II, Div. II, Groups F and G (Complete Assy. CSA Listed), 
F. Two (2) Switches with 1/2" FNPT Connection, Rated Class I, Div. II, Groups A, B, C, D 

Class II, Div. II, Groups F and G (Complete Assy. CSA Listed)
G. One (1) Switch & Gauge in NEMA 4X Plastic Enclosure (Not Available With End Connections)
H. Two (2) Switches & Gauge in NEMA 4X Plastic Enclosure (Not Available With End Connections)  
J. One (1) Switch in Explosion Proof Enclosure and Glass Window Cover with C.S.A. Listing 
K. Two (2) Switches in Explosion Proof Enclosure and Glass Window in Cover with C.S.A. Listing
L. One (1) Switch in STD. Enclosure with Plug-In Connector (DIN 43650/IP65-PG11)
M. Two (2) Switches in STD. Enclosure with Plug-In Connector (DIN 43650/IP65-PG11)  
R. One (1) Switch, Flat Pack, Preset Only (Non-Adjustable) (10-100% of Range Only) (A option only)
S. Two (2) Switches, Flat Pack, Preset Only (Non-Adjustable) (10-100% of Range Only) (A option only)
Z. Special (Uncoded Options)

ELECTRICAL SPECIFIC ATIONS (For Resistive Loads)
A. S.P.D.T., 3W, 0.25 Amp., 125 VAC/VDC (Standard) (Switch adjustable range of 10-90%)
E. S.P.S.T., 60W, 3.0 Amp., 240 VAC/VDC (Normally Open) (Switch adjustable range of 25-95%)  
F. S.P.S.T., 60W, 3.0 Amp., 240 VAC/VDC (Normally Closed) (Except Options R & S) (Switch adjustable range of 25-95%) 
G. S.P.S.T., 60W, 3.0 Amp., 240 VAC/VDC One (1) Normally Open, One (1) Normally Closed (Except Options R & S)

(Available with Electrical Configurations B,D,H,K & M options only) (Switch adjustable range of 25-95%)
H. S.P.D.T., 60W, 1.0 Amp., 240 VAC/VDC (Switch adjustable range of 25-100%)
Z. Special (Uncoded Options)

(NOTE: Factor y Preset Swit ches at No Cha rge (Specify Setting)
NOTE: The use of diaphr agm seals is not recommended for model 120 series gaug e. Attempts to install su ch seals on this gauge will void the warrant y.
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MATERIAL
A. Aluminum Body, S.S. Piston  
S. 316 S.S. Body, S.S. Piston
Z. SPECIAL (Uncoded Options)  

SEALS
0. Buna N  . . . . . . . . . . . . . . . . . . . . . . . . . . . .STANDARD
1. *Viton®  
2. Neoprene
4. **Teflon®
5. Ethylene Propylene
6. Perfluoroelastomer
9. Special (Uncoded Options)

DIAL SIZE
A. 2-1/2” Round Uni-Directional Engrd. Plastic Housing Assy.  .STANDARD
B. 2-1/2” Round Bi-Directional Engrd. Plastic Housing Assy
C. 4-1/2” Round Uni-Directional Engrd. Plastic Housing Assy
D. 4-1/2” Round Bi-Directional Engrd. Plastic Housing Assy
E. 3-1/2” Round Uni-Directional Anod. Aluminum Housing Assy
F. 3-1/2” Round Bi-Directional Anod. Aluminum Housing Assy
G. 4-1/2” Round Uni-Directional Anod. Aluminum Housing Assy
H. 4-1/2” Round Bi-Directional Anod. Aluminum Housing Assy
T. Non-Indicating Differential Pressure Switch Only

(Select Appropriate Electrical Option)

Z. Special (Uncoded Options)

CONNECTIONS
0. 1/4” FNPT Back Connections . . . . . . . . . . . .STANDARD
2. 1/4” FNPT End Connections
6. 7/16”-20 Str. Thd. O-Ring Port

(Back Connection)
7. 1/2” FNPT Stainless Steel Adaptors
9. Special (Uncoded Options)
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*Viton® is a Registered Trademark of DuPont Dow Elastomer.
**Teflon® is a Registered Trademark of DuPont.


